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압력 / 온도 / 습도 / 유량

MAX : wetted parts, st. steel 1 : 40 mm 1 A Bottom 0 : Dry G4 : G 1/4"

case, st. steel 2 : 50 mm 2 B Bottom with back flange 1 : Glycerine G3 : G 3/8"

3 : 63 mm 3 D Back 2 : Silicon G2 : G 1/2"

MBX : wetted parts, brass 4 : 80 mm 4 BD Back with front flange 3 : Food, Pharmaceutical, Biology R4 : R 1/4"

case, st. steel 5 : 100 mm 5 E End tube connection 4 : High temperature R3 : R 3/8"

6 : 125 mm R2 : R 1/2"

MBS : wetted parts, brass 7 : 150 mm N4 : NPT 1/4"

case, black steel 8 : 160 mm N3 : NPT 3/8"

N2 : NPT 1/2"

MBP : wetted parts, brass U1 : 7/16"-20 UNF male

case, black plastic U2 : 7/16"-20 UNF female

H1 : 5/8-18 UNF female

H2 : M16 x 1.5 female

B : bar R19 : -1…0 R41 : 0…60 OR : Other pressure range per pcs

K : kPa R21 : 0…0.6 R42 : 0…70 ND : New dial design

M : MPa R23 : 0…1 R43 : 0…100 NF : New dial face printing cost per pcs

P : psi R26 : 0…1.6 R44 : 0…150 GM : Green marking per pcs

D : Dual scale (MPa / bar) R27 : 0…2 R45 : 0…160 CD : new dial face  design with company logo

G : Dual scale (Kg/cm2 / Mpa) R28 : 0…2.5 R46 : 0…200 RS : Restricter screw in socket hole for high pulsation

X : Kg/cm
2 R29 : 0…3 R47 : 0…250 UC : U-calmp for back connection, steel

W : mmH2O, mmWTR, mmAq R30 : 0…4 R48 : 0…300 NO : Washing for application "USE No OIL" per pcs, at least ≥ 10 pcs

I : inH2O R31 : 0…5 R49 : 0…350 SG : safety glass

S : Dual scale (bar / psi) R32 : 0…6 R50 : 0…400 FR : Front flange with 3-Round hole, stainless steel

R33 : 0…10 R51 : 0…450 FO Front flange with 3-Oval hole, stainless steel

R34 : 0…15 R52 : 0…500 BF : Back flange with 3-hole, stainless steel

R35 : 0…16 R53 : 0…600 TP : St. stell tag plate, 60 x 20 x 0.5t

R36 : 0…20 R54 : 0…700 MC : Manufacture calibration certificate

R37 : 0…25 R55 : 0…1000 KC : KOLAS / Ilac-MRA calibration certificate

R38 : 0…35 R56 : 0…1600 RS : Reed switch

R39 : 0…40 R57 : 0…2000 SN : Snubber

R40 : 0…50 R58 : 0…2500 AD : adaptor

R59 : 0…3000 CC : Certificate of conformance / orign

R60 : 0…4000 PM : 2" Pipe mounting bracket
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