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Model

Sensor type

Accuracy

II. c€

Wetted parts:

EDN.303

Piezo_resistive silicon sensor
= £0.25%

st. steel 316L

Application: air, oil, water as well as aggesive media
Pressure Transmitter Model ZlE& Bzt E)
Model: EDN.303 accuracy < 0.25% Basic price 338,800
Scope Code  Specifications M ENALSF =15 % (E)
Analog output signals o1 4...20mA, 2-wire system
02 0...10V, 3-wire system
03 0...5V, 3-wire system -
O4 1...5V, 3-wire system
06 0.5...4.5V / 24V, 3-wire system
Electrical connection D DIN 43650 A )
P mPm plug
M M12 plug 21,500
C 2m flying cable 10,300
Pressure connection G2 G 1/2" (PF 1/2")
G3 G 3/8" (PF 3/8")
G4 G 1/4" (PF 1/4") i
R2 R 1/2" (BSPT 1/2")
R3 R 3/8" (BSPT 3/8")
R4 R 1/4" (BSPT 1/4")
XX Others FolFA LY
Pressure Ranges / bar R19 -1...0
R28 0...2.5
- pressure < 40 bar, PR R30 0...4
reference pressure R32 0...6
R33 0...10
- pressure > 60 bar, PA R35 0...16
sealed pressure R37 0...25
R39 0...40 -
R41 0...60
R43 0...100
R45 0...160
R47 0...250
R50 0...400
R53 0...600
R55 0...1000
X QoM A2 E 22| 0..50 bar 7HX| £ reference pressure (PR) OO,
0..50 barg X£1t5t= & 2|= sealed pressure (PA).
HIfA(PAA)2 F713 0| it M2Sa712He e 5~63F 0|4,
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Absolute pressure PAA absolute pressure range [5...6 weeks delivery] 105,300
Operating temperature T4 -40...+125 C 63,200
4-wires system for current Cc4 4...20mA, 4-wire system (+Vcc, +signal, -Vcc, -signal) 11,600
Accessories AC20 Washer, aluminium a/w G1/4"A & G1/2"A-EN 837 2,200
AC25 : Restirctor screw [oripis] made in st. steel 2,000
AC40 Cooling device upto 200°C 306,200
AC41 : Cooling device upto 300C 400,000
AC45 : LCD Square Indicator, only for 4...20mA output 158,000
AC46 : LED Square Indicator, only for 4...20mA output 158,000
TP St steel tag plate, 60 x 20 x 0.5t 10,000
GK4 Gasket, aluminium for thread G1/4" 3,100
Flying cable / IP67 ACM 2m flying cable + additional extension cable /m 2,200
Underwater plug / IP68 5MCW : 5m underwater cable standard length 171,900
ACMW : additional extension underwater cable /m 6,500
Certificates DMCC : DAHO manufacturing calibration card price included
KC : KOLAS calibration certificate KOLAS W gH|& &=
X BIFA HF BHME FFY0YA 10 & 0/5fE EALolAHR
KOLAS =4/ 2/& W& TT&
ot HBty| / M&T| 12 | BF ¢ n™EKA| AH| | 712X | BFEAZ2E VATEE
1 (Y- BOYE SEHA 178,300 17,830 796,130
2 |HHST|-AOIX| Y YHA 119,200 11,920 131,120
3 |HEEI|-AYE YA 122,900 12,290 135,190
20412 4 [HEHEST-7|AAE LA 119,200 11,920 131,120
5 (YEHEr-ntE A 100 MPa O| &2l #|7| 149,300 14,930 164,230
6 |UHUSI|-0YE LHA 0.01 MPa 0[5121 #|7| 129,000 12,900 141,900
7 |2Eesr-s¢8 ¢HA |
X CF2XAE 7OjeiaA 288 &-R20] £ "KOLAS ZH/F2/ ZEZ" 0fA 50% 2o/ ESIL/C.
CIEF, CFE ZOIZHIE S852010) HEEX L),
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Product code Photos Specifications
Model : Washer, aluminium
for pressure connection EN837
AC20 9 Applied for . Sealing for G1/4" & G1/2"
Thickness : 4 mm
Outer diameter 14.5 mm
Product name: Restrictor screw [oripis]
Matrial . stainless steel
AC25 Application: against pulsation
Hole diameter 0.15mm
Outer less 3mm
Model Cooling device upto 200C
Application cooling down temperature 200°C
only for pressure transmitters
AC40 Material SUS 316
No. of fins 5
Pressure conn. G1/4", G1/2"
Model Cooling device
Application : Temperature upto 300°C
a/w diaphragm seals
AC4L Material SUS 316
No. of fins 5
Pressure conn. G1/4", G1/2"
Model Square Indicator, LCD
Application 4..20mA output only
AC45 Display : -1999...9999
Sampling rate 3times/sec
Electrical conn. a/w DIN 43650A
made of plastic
Model . Square Indicator, LED
Application : 4..20mA output only
AC46 Display : -1999...9999
Sampling rate 3times/sec
Electrical conn. a/w DIN 43650A, plastic
made of plastic
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