
Hazardous Area (위험지역)에서 적용할 수 있는
내압방폭형 압력트랜스미터이다.
Wetted parts와 Housing 그리고 Electrical
connection의 모든 재질이 Stainless steel로
제작되었으며, 모든 중요 연결 부위는 뛰어난 성능의 
레이져 용접방식으로 결합되어 
그 밀폐 기능의 신뢰성이 매우 우수하다.

수소 가스는 “수소취성”과 “수소투과”라는 특성으로
수소가스 압력을 반영구적으로 오랜 기간동안 신뢰성있게 
측정하기 위해서 압력센서의 다이아프램 부분은 
“금 도금(Gold plated on flush diaphragm)” 처리된 압력센서를 
반드시 적용해야 하며, 또한 중요한 것은 수소가스의 특성상
온도적용범위는 -40℃…+120℃ 를 가져야 해당 온도범위에서 
신뢰성 있는 측정값이 보장되는 것이다.

Highest Quality Pressure Transmi�er Technology
in Korea.

H2



압력트랜스미터

압력계

디지털 압력계

-1…0, 0…2 bar to 0…1000 bar -1…0, 0…2 bar to 0…1000 bar-1…0, 0…2 bar to 0…1000 bar
accuracy ≤ 0.5%

일반산업용

accuracy ≤ 0.3% accuracy 0.15% accuracy ≤ 0.5%
from ±25mbar to ±1000 mbar -1…0, 0…2 bar to 0…1000 bar

accuracy 0.5%

정밀급 기준정밀급 미압용 헤드타입용

-1…0, 0…2 bar to 0…1000 bar -1…0, 0…2 bar to 0…1000 bar ±25, ±50, ±100, ±250 mbar 0…10, 16, 25, 40 bar
accuracy 0.5%

railway BOU application

철도 BOU 적용
accuracy 0.5% & 0.15% accuracy ≤ 0.5% accuracy 0.5%accuracy ≤ 0.5%

위생용 고온용 200℃ & 300℃ 스크러버 장비용 펌프시장

wetted parts, all st. steel wetted parts, brass 마그네틱, 인덕티브 스위치 SF6가스밀도 모니터링 Chemical seals

-1…0 to 0…600 bar-1…0 bar to 0…250 bar 0…100 mbar to 0…600 bar 0…50 mbar to 0…1000 bar 0…50 mbar to 0…1000 bar
63mm, accuracy 1.0% 80mm, accuracy 0.4% 100mm, accuracy 0.4% 100mm, accuracy 0.2% 100mm, accuracy 0.1%

EDN.303 EDN.301 EDN.324 EDN.331

EDN.305+Cooling device EDN.335 EDN.332EDN.338

다이아프램 압력계MBX MMS & MIS MGD

Odi-5POdi-4G Odi-5G Odi-5H

EDN.305

EDN.313+Sanitary

MAX

Odi-3G

국제공인교정기관

ISO9001:2015
CERTIFIED


